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DETAILED ACTION 

Priority 

1 . Receipt is acknowledged of papers submitted under 35 U.S.C. 1 19(a)-(d), which papers 
have been placed of record in the file. 



Claim Rejections - 35 USC § 102 

2. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in public use or on 
sale in this country, mure than one year prior to the date of application for patent in the United States. 

3. Claims 10 and 18-20 are rejected under 35 U.S.C. 102(b) as being anticipated by Van 
Andel (US5832992, as cited by applicant). 

Van Andel teaches: 

Re Claim 10: A ventilation system for exchanging outside air with air in a room, 
comprising: 

a fine wire heat exchanger (ref 1 in Figure 1, Column 1 lines 31-38) formed with first and 
second channels (ref 3 and 4) configured in heat -exchanging contact and each defined with 
respective inlets and outlets, and arranged to have the first channel inlet and the second channel 
outlet to be in fluid communication with the outside air, and the first channel outlet and the 
second channel inlet to be in fluid communication with the air in the room (Column 5 lines 54- 
62); and 

a means for balancing respective flows of air (ref 47) through the first and second 
channels to maximize heat exchange between the respective flows (Column 8 lines 5-12, The 
rotor is capable of balancing air flow). 
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Re Claim 18: The ventilation system according to claim 10 and adapted for cleaning in a 
dishwasher, wherein the heat exchanger is removably configured to have dimensions enabling 
receipt within the dishwasher (Column 4 lines 65-67, this size would fit into a dishwasher). 

Re Claim 19: The ventilation system according to claim 10, wherein the heat exchanger 
is configured to have a length, a width, and a height each less than about 0.55 meters (Column 4 
lines 65-67). 

Re Claim 20: A ventilation system adapted to be integrally mounted in a facade wall of a 
room and configured for communicating air inside the room with outside air through the facade 
wall (Column 9 lines 24-29, Figure 17 illustrates that the heat exchanger can be placed in the 
wall), comprising: 

a fine wire heat exchanger (ref 1 in Figure 1, Column 1 lines 31-38) formed with first and 
second channels (ref 3 and 4), configured in heat-exchanging contact and each defining 
respective inlets and outlets, and arranged to have the first channel inlet and the second channel 
outlet to be in fluid communication with the outside air, and the first channel outlet and the 
second channel inlet to be in fluid communication with the air in the room (Column 5 lines 54- 
62); and 

a means for balancing respective flows of air (ref 47) through the first and second 
channels to maximize heat exchange between the respective flows (Column 8 lines 5-12, The 
rotor is capable of balancing air flow). 



Claim Rejections - 35 USC § 103 

4. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
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having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

5. Claims 11-13 and 21-23 are rejected under 35 U.S. C. 103(a) as being unpatentable over 
Van Andel (US5832992, as cited by applicant) in view of Haglid (US2002/0153 133A1). 
The teachings of Van Andel have been discussed above. 

Re Claim 11 & 21: Van Andel fails to teach a means for balancing comprising: a first 
ventilator in fluid communication with the first channel; a second ventilator in fluid 
communication with the second channel; a first temperature sensor in fluid communication with 
the first channel outlet; a second temperature sensor in fluid communication with the second 
channel inlet; and a controller in communication with the first and second temperature sensors 
and adapted to control the first and second ventilators, whereby temperatures sensed by the first 
and second temperature sensors are approximately equal. 

Haglid teaches a first ventilator in fluid communication with the first channel (ref 26, 
Paragraph 25); 

a second ventilator in fluid communication with the second channel (ref 28, Paragraph 

25); 

a first temperature sensor in fluid communication with the first channel outlet (ref 84, 
Paragraph 34); 

a second temperature sensor in fluid communication with the second channel inlet (ref 
86, Paragraph 34); and 

a controller (ref 96 Figure 4) in communication with the first and second temperature 
sensors and adapted to control the first and second ventilators, whereby temperatures sensed by 
the first and second temperature sensors are approximately equal (Paragraph 79). 

In view of Haglid' s teachings, it would have been obvious to one of ordinary skill in the 
art at the time of invention to include an air balancing means to Van Andel's heat exchanger 
because it allows for optimal energy efficiency when it comes to exchanging heat from the 
outside air to the indoor air. 
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Re Claim 12 & 22: Van Andel fails to teach a means for balancing comprising: 
a ventilator in fluid communication with the first channel; a ventilator in fluid 
communication with the second channel; a first temperature sensor in fluid communication with 
the first channel inlet; a second temperature sensor in fluid communication with the second 
channel outlet; and a controller in communication with the first and second temperature sensors 
and configured to control the first and second ventilators, whereby temperatures sensed by the 
first and second temperature sensors are approximately equal. 

Haglid teaches a ventilator in fluid communication with the first channel (ref 26, 
Paragraph 25); 

a ventilator in fluid communication with the second channel (ref 28, Paragraph 25); 
a first temperature sensor in fluid communication with the first channel inlet (ref 84, 
Paragraph 34); 

a second temperature sensor in fluid communication with the second channel outlet (ref 
86, Paragraph 34); and 

a controller (ref 96 Figure 4) in communication with the first and second temperature 
sensors and configured to control the first and second ventilators, whereby temperatures sensed 
by the first and second temperature sensors are approximately equal (Paragraph 79). (It is 
apparent that the temperature sensors can be placed in different locations in the channels with the 
same temperature control result.) 

In view of Haglid' s teachings, it would have been obvious to one of ordinary skill in the 
art at the time of invention to include an air balancing means to Van Andel's heat exchanger 
because it allows for optimal energy efficiency when it comes to exchanging heat from the 
outside air to the indoor air. 

Re Claim 13 & 23: Van Andel fails to teach a means for balancing comprising: a third 
temperature sensor in fluid communication with the first channel outlet; a fourth temperature 
sensor in fluid communication with the second channel inlet; and wherein the controller is 
further in communication with the third and fourth temperature sensors and is further configured 
to control the first and second ventilators, whereby a first temperature difference between the 
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first and third temperature sensors is approximately equal to a second temperature difference 
between the second and fourth temperature sensors. 

Haglid teaches a third temperature sensor in fluid communication with the first channel 
outlet (ref 88); 

a fourth temperature sensor in fluid communication with the second channel inlet (It is 
well known in the art to add additional temperature sensors to ventilators); and 

wherein the controller (ref 96 Figure 4) is further in communication with the third and 
fourth temperature sensors and is further configured to control the first and second ventilators, 
whereby a first temperature difference between the first and third temperature sensors is 
approximately equal to a second temperature difference between the second and fourth 
temperature sensors (Paragraph 79). 

In view of Haglid's teachings, it would have been obvious to one of ordinary skill in the 
art at the time of invention to include an air balancing means with additional temperature sensors 
to Van Andel's heat exchanger because it allows for optimal energy efficiency when it comes to 
exchanging heat from the outside air to the indoor air. The additional temperature sensors allows 
for precise measurements of the air temperature. 

6. Claims 14-17 and 24-26 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Van Andel (US5 832992, as cited by applicant) in view of Liljequist (US4428197). 
The teachings of Van Andel have been discussed above. 

Re Claim 14 & 24: Van Andel fails to teach a means for balancing comprising: a first 
double-acting cylinder incorporating a first piston defining first and second chambers; a second 
double-acting cylinder including a second piston connected to the first piston and defining third 
and fourth chambers; whereby displacement of the first piston to enlarge the first chamber 
thereby enlarges the third chamber; and wherein the means for balancing is further defined with 
an inlet and an outlet and a means for controlling fluid communication between: a. the first 
channel with the first and fourth chambers; b. the second channel with the second and third 
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chambers; c. the inlet with the second and third chambers; and d. the outlet with the first and 
fourth chambers. 

Liljequist teaches a first double-acting cylinder (ref 169) incorporating a first piston (ref 
170) defining first and second chambers (Figure 9 illustrates two chambers); 

a second double-acting cylinder (ref 167) including a second piston (ref 168) connected 
to the first piston (ref 170) and defining third and fourth chambers (Figure 9 illustrates two 
chambers); 

whereby displacement of the first piston to enlarge the first chamber thereby enlarges the 
third chamber (Figure 9, Column 16 lines 17-32. The crankshaft connects the two cyclinders and 
pistons together. When piston, ref 170, increases displacement it causes piston, ref 168, to 
decrease displacement); and 

wherein the means for balancing is further defined with an inlet and an outlet and a 
means for controlling fluid communication between: a. the first channel with the first and fourth 
chambers; b. the second channel with the second and third chambers; c. the inlet with the second 
and third chambers; and d. the outlet with the first and fourth chambers (Column 16 lines 26-32, 
The pistons and the crankshaft control the fluid movement. The operation of a Stirling engine is 
well known in the art). 

In view of Liljequist's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include an air piston balancing means to Van Andel's heat 
exchanger because it allows for optimal energy efficiency when it comes to exchanging heat 
from the outside air to the indoor air. It also would balance the air pressure, thus making the 
system stable and reliable. 

Re Claim 15 & 25: Van Andel fails to teach at least one ventilator in fluid 
communication with one or more of the group that includes the inlet, the outlet, the first channel, 
and the second channel. 

Liljequist teaches at least one ventilator (ref 199) in fluid communication with one or 
more of the group that includes the inlet, the outlet, the first channel, and the second channel 
(Column 18 lines 28-30). 
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In view of Liljequist's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include fan to Van Andel's heat exchanger because it allows for 
increased energy efficiency since it is well known in the art that increased air flow increases heat 
exchange. 

Re Claim 16 & 26: Van Andel fails to teach a means for driving at least one of the first 
and second pistons. 

Liljequist teaches a means for driving at least one of the first and second pistons (ref 150, 
Column 17-21). 

In view of Liljequist's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include an air piston balancing means to Van Andel's heat 
exchanger because it allows for optimal energy efficiency when it comes to exchanging heat 
from the outside air to the indoor air. 

Re Claim 17: Van Andel fails to teach the means for driving further incorporates at least 
one linear motor. 

Liljequist teaches the means for driving further incorporates at least one linear motor (ref 
150, Column 16 lines 17-21). 

In view of Liljequist's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include an air piston balancing means driven by a linear motor 
to Van Andel's heat exchanger because it allows for precise control over the pistons. This would 
allow for increased optimization and the ability to change the system settings easily. 

7. Claims 27 is rejected under 35 U.S.C. 103(a) as being unpatentable over Van Andel 
(US5832992, as cited by applicant) in view of Steneby et al (US2003/0159802A1). 
The Teachings of Van Andel have been discussed above 

Re Claim 27: Van Andel fails to teach a ventilation system for mounting in a wall of a 
room, the wall having a thickness, and the ventilation system being configured to communicate 
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air inside the room with air outside the wall, comprising: a heat exchanger, configured with a 
cross-sectional thickness that is approximately equal to the wall thickness, 

Steneby et al teaches a ventilation system with a heat exchanger that is mounted into the 
wall of a building (Paragraphs 10-12 and 74, Figures 14 and 15). 

In view of Steneby et al's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include a ventilation system that can fit into a wall to Van 
Andel's fine wire heat exchanger because it minimizes the installation space and reduces cost by 
not having to run ductwork. 

8. Claim 28 is rejected under 35 U.S.C. 103(a) as being unpatentable over Van Andel 
(US5832992, as cited by applicant) in view of Steneby et al (US2003/0159802A1) and in further 
view of Haglid (US2002/0153133A1). 

The Teachings of Van Andel as modified by Steneby et al have been discussed above 

Re Claim 28: Van Andel fails to teach a means for balancing comprising: a first 
ventilator in fluid communication with the first channel; a second ventilator in fluid 
communication with the second channel; a first temperature sensor in fluid communication with 
the first channel outlet; a second temperature sensor in fluid communication with the second 
channel inlet; and a controller in communication with the first and second temperature sensors 
and adapted to control the first and second ventilators, whereby temperatures sensed by the first 
and second temperature sensors are approximately equal. 

Haglid teaches a first ventilator in fluid communication with the first channel (ref 26, 
Paragraph 25); 

a second ventilator in fluid communication with the second channel (ref 28, Paragraph 

25); 

a first temperature sensor in fluid communication with the first channel outlet (ref 84, 
Paragraph 34); 
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a second temperature sensor in fluid communication with the second channel inlet (ref 
86, Paragraph 34); and 

a controller (ref 96 Figure 4) in communication with the first and second temperature 
sensors and adapted to control the first and second ventilators, whereby temperatures sensed by 
the first and second temperature sensors are approximately equal (Paragraph 79). 

In view of Haglid's teachings, it would have been obvious to one of ordinary skill in the 
art at the time of invention to include an air balancing means to Van Andel's heat exchanger 
because it allows for optimal energy efficiency when it comes to exchanging heat from the 
outside air to the indoor air. 

9. Claim 29 is rejected under 35 U.S.C. 103(a) as being unpatentable over Van Andel 
(US5832992, as cited by applicant) in view of Steneby et al (US2003/0159802A1) and in further 
view of Liljequist (US4428197). 

The Teachings of Van Andel as modified by Steneby et al have been discussed above 

Re Claim 29: Van Andel fails to teach a means for balancing comprising: a first double- 
acting cylinder incorporating a first piston defining first and second chambers; a second double- 
acting cylinder including a second piston connected to the first piston and defining third and 
fourth chambers; whereby displacement of the first piston to enlarge the first chamber thereby 
enlarges the third chamber; and wherein the means for balancing is further defined with an inlet 
and an outlet and a means for controlling fluid communication between: a. the first channel with 
the first and fourth chambers; b. the second channel with the second and third chambers; c. the 
inlet with the second and third chambers; and d. the outlet with the first and fourth chambers. 

Liljequist teaches a first double-acting cylinder (ref 169) incorporating a first piston (ref 
170) defining first and second chambers (Figure 9 illustrates two chambers); 
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a second double-acting cylinder (ref 167) including a second piston (ref 168) connected 
to the first piston (ref 170) and defining third and fourth chambers (Figure 9 illustrates two 
chambers); 

whereby displacement of the first piston to enlarge the first chamber thereby enlarges the 
third chamber (Figure 9, Column 16 lines 17-32. The crankshaft connects the two cyclinders and 
pistons together. When piston, ref 170, increases displacement it causes piston, ref 168, to 
decrease displacement); and 

wherein the means for balancing is further defined with an inlet and an outlet and a 
means for controlling fluid communication between: a. the first channel with the first and fourth 
chambers; b. the second channel with the second and third chambers; c. the inlet with the second 
and third chambers; and d. the outlet with the first and fourth chambers (Column 16 lines 26-32, 
The pistons and the crankshaft control the fluid movement. The operation of a Stirling engine is 
well known in the art). 

In view of Liljequist's teachings it would have been obvious to one of ordinary skill in 
the art at the time of invention to include an air piston balancing means to Van Andel's heat 
exchanger because it allows for optimal energy efficiency when it comes to exchanging heat 
from the outside air to the indoor air. It also would balance the air pressure, thus making the 
system stable and reliable. 

Conclusion 

10. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to TRAVIS RUBY whose telephone number is (571)270-5760. The 
examiner can normally be reached on Monday-Thursday 7:30-5:00, Friday 7:30-4:00 with every 
other Friday off. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Frantz Jules can be reached on 571-272-668 1 . The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 



Application/Control Number: 10/557,512 Page 12 

Art Unit: 3744 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Travis Ruby/ 
Examiner, Art Unit 3744 

4/22/2009 

/Frantz F. Jules/ 

Supervisory Patent Examiner, Art Unit 3744 



